1 PIECE 1000 WOG BALL VALVE - THREADED

**SPECIFICATIONS:** INVESTMENT CAST BODY & END CAP

**END TYPE:** THREADED BSP OR NPT BOTTOM-LOADED, BLOW-OUT-PROOF STEM, ADJUSTABLE STEM PACKING STAINLESS STEEL HANDLE WITH VINYL GRIP

**OPTION:** LOCKING DEVICE

**APPLICATIONS:** FOR GENERAL CHEMICAL & INDUSTRIAL SERVICES

**PRESSURE RATING:** 1000 PSI WOG (NON-SHOCK)

**STEAM RATING:** 150 PSI WSP

**TEMPERATURE RANGE:** -29°C + 200°C

**MATERIALS LIST**

<table>
<thead>
<tr>
<th>NO.</th>
<th>PART NAME</th>
<th>SPECIFICATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>BODY</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>2</td>
<td>CAP</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>3</td>
<td>STEM</td>
<td>STAINLESS STEEL 316</td>
</tr>
<tr>
<td>4</td>
<td>BALL</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>5</td>
<td>BALL SEAT</td>
<td>PTFE</td>
</tr>
<tr>
<td>6</td>
<td>THRUST WASHER</td>
<td>PTFE</td>
</tr>
<tr>
<td>7</td>
<td>CAP SEAT</td>
<td>PTFE</td>
</tr>
<tr>
<td>8</td>
<td>PACKING</td>
<td>PTFE</td>
</tr>
<tr>
<td>9</td>
<td>GLAND</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>10</td>
<td>WASHER</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>11</td>
<td>HANDLE NUT</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>12</td>
<td>HANDLE</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>13</td>
<td>HANDLE SLEEVE</td>
<td>VINYL GRIP</td>
</tr>
<tr>
<td>14*</td>
<td>LOCKING PLATE</td>
<td>STAINLESS STEEL 304</td>
</tr>
</tbody>
</table>

(*) Option

**DIMENSIONS (mm)**

<table>
<thead>
<tr>
<th>SIZE</th>
<th>d</th>
<th>L</th>
<th>H</th>
<th>D1</th>
<th>Cv FACTOR</th>
</tr>
</thead>
<tbody>
<tr>
<td>Inch</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1/4</td>
<td>5</td>
<td>39</td>
<td>31</td>
<td>60</td>
<td>1</td>
</tr>
<tr>
<td>3/8</td>
<td>7</td>
<td>44.5</td>
<td>35</td>
<td>70</td>
<td>2.0</td>
</tr>
<tr>
<td>1/2</td>
<td>9.2</td>
<td>56.5</td>
<td>43</td>
<td>86</td>
<td>4</td>
</tr>
<tr>
<td>3/4</td>
<td>12.5</td>
<td>58.5</td>
<td>46</td>
<td>86</td>
<td>7</td>
</tr>
<tr>
<td>1</td>
<td>16</td>
<td>71.5</td>
<td>50</td>
<td>104</td>
<td>10</td>
</tr>
<tr>
<td>1 1/4</td>
<td>20</td>
<td>78.5</td>
<td>54</td>
<td>104</td>
<td>17</td>
</tr>
<tr>
<td>1 1/2</td>
<td>24.5</td>
<td>83.5</td>
<td>65</td>
<td>126</td>
<td>26</td>
</tr>
<tr>
<td>2</td>
<td>32</td>
<td>100</td>
<td>72</td>
<td>140</td>
<td>45</td>
</tr>
</tbody>
</table>

**PRESSURE TEMPERATURE RATINGS**

![Pressure Temperature Ratings Graph]
2 PIECE FULL PORT 1000 WOG BALL VALVE - THREADED

SPECIFICATIONS: INVESTMENT CAST BODY & END CAP

END TYPE: THREADED BSP OR NPT BOTTOM-LOADED, BLOW-OUT-PROOF STEM, ADJUSTABLE STEM PACKING EASY ACTUATOR MOUNTING STAINLESS STEEL HANDLE WITH VINYL GRIP

OPTION: LOCKING DEVICE

APPLICATIONS: FOR GENERAL CHEMICAL & INDUSTRIAL SERVICES

PRESSURE RATING: 1000 PSI WOG (NON-SHOCK)

STEAM RATING: 150 PSI WSP

TEMPERATURE RANGE: -29°C to 200°C

MATERIALS LIST

<table>
<thead>
<tr>
<th>NO.</th>
<th>PART NAME</th>
<th>SPECIFICATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>BODY</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>2</td>
<td>END CAP</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>3</td>
<td>BALL</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>4</td>
<td>BALL Seats</td>
<td>PTFE + 15% GF</td>
</tr>
<tr>
<td>5</td>
<td>STEM</td>
<td>S.S.316</td>
</tr>
<tr>
<td>6</td>
<td>END SEAL</td>
<td>PTFE</td>
</tr>
<tr>
<td>7</td>
<td>THRUST WASHER</td>
<td>PTFE</td>
</tr>
<tr>
<td>8</td>
<td>STEM PACKINGS</td>
<td>PTFE</td>
</tr>
<tr>
<td>9</td>
<td>GLAND</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>10</td>
<td>HANDLE</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>11</td>
<td>HANDLE WASHER</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>12</td>
<td>HANDLE NUT</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>13</td>
<td>HANDLE SLEEVE</td>
<td>VINYL GRIP</td>
</tr>
<tr>
<td>14*</td>
<td>LOCKING PLATE</td>
<td>STAINLESS STEEL 304</td>
</tr>
</tbody>
</table>

(*) Option

DIMENSIONS (mm)

<table>
<thead>
<tr>
<th>SIZE</th>
<th>d</th>
<th>L</th>
<th>H</th>
<th>D1</th>
<th>h</th>
<th>Cv FACTOR</th>
</tr>
</thead>
<tbody>
<tr>
<td>Inch</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1/4</td>
<td>11.0</td>
<td>59.5</td>
<td>50</td>
<td>97</td>
<td>10-24 UNC</td>
<td>6</td>
</tr>
<tr>
<td>3/8</td>
<td>12.7</td>
<td>60.5</td>
<td>50</td>
<td>97</td>
<td>10-24 UNC</td>
<td>12</td>
</tr>
<tr>
<td>1/2</td>
<td>15</td>
<td>64</td>
<td>60</td>
<td>126</td>
<td>10-24 UNC</td>
<td>19</td>
</tr>
<tr>
<td>3/4</td>
<td>20</td>
<td>76</td>
<td>63</td>
<td>126</td>
<td>10-24 UNC</td>
<td>37</td>
</tr>
<tr>
<td>1</td>
<td>25</td>
<td>90.2</td>
<td>80</td>
<td>145</td>
<td>10-24 UNC</td>
<td>64</td>
</tr>
<tr>
<td>1 1/4</td>
<td>32</td>
<td>98.8</td>
<td>84</td>
<td>145</td>
<td>1/4-20 UNC</td>
<td>103</td>
</tr>
<tr>
<td>1 1/2</td>
<td>38</td>
<td>116</td>
<td>96</td>
<td>204</td>
<td>1/4-20 UNC</td>
<td>143</td>
</tr>
<tr>
<td>1 1/2</td>
<td>50.8</td>
<td>135.5</td>
<td>104</td>
<td>204</td>
<td>1/4-20 UNC</td>
<td>360</td>
</tr>
<tr>
<td>2 1/2</td>
<td>65</td>
<td>163</td>
<td>144</td>
<td>248</td>
<td>1/4-20 UNC</td>
<td>440</td>
</tr>
<tr>
<td>3</td>
<td>80</td>
<td>191</td>
<td>156</td>
<td>248</td>
<td>1/4-20 UNC</td>
<td>520</td>
</tr>
</tbody>
</table>

PRESSURE TEMPERATURE RATINGS

<table>
<thead>
<tr>
<th>PRESSURE (Psi)</th>
<th>TEMPERATURE (°C)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1000</td>
<td>200</td>
</tr>
<tr>
<td>800</td>
<td>180</td>
</tr>
<tr>
<td>600</td>
<td>160</td>
</tr>
<tr>
<td>400</td>
<td>140</td>
</tr>
<tr>
<td>200</td>
<td>120</td>
</tr>
<tr>
<td>100</td>
<td>100</td>
</tr>
<tr>
<td>50</td>
<td>80</td>
</tr>
<tr>
<td>20</td>
<td>50</td>
</tr>
<tr>
<td>10</td>
<td>-18</td>
</tr>
</tbody>
</table>

3 PIECE 1000 WOG BALL VALVE - THREADED

SPECIFICATIONS: INVESTMENT CAST BODY & END CAP

END TYPE: THREADED BSP OR NPT, BUTTWELD, SOCKET WELD 3PC DESIGN FOR FAST INSTALLATION & SIMPLE MAINTENANCE, BOTTOM-LOADED, BLOW-OUT-PROOF STEM, ADJUSTABLE STEM PACKING STAINLESS STEEL, HANDLE WITH VINYL GRIP

OPTION: LOCKING DEVICE

APPLICATIONS: FOR GENERAL CHEMICAL & INDUSTRIAL SERVICES

PRESSURE RATING: 1000 PSI WOG (NON-SHOCK)

STEAM RATING: 150 PSI WSP

TEMPERATURE RANGE: -29°C + 200°C

MATERIALS LIST

<table>
<thead>
<tr>
<th>NO.</th>
<th>PART NAME</th>
<th>SPECIFICATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>BODY</td>
<td>ASTM A351 GR.CG8M</td>
</tr>
<tr>
<td>2</td>
<td>END CAPS</td>
<td>ASTM A351 GR.CG8M</td>
</tr>
<tr>
<td>3</td>
<td>BALL</td>
<td>ASTM A351 GR.CG8M</td>
</tr>
<tr>
<td>4</td>
<td>STEM</td>
<td>STAINLESS STEEL 316</td>
</tr>
<tr>
<td>5</td>
<td>BALL SEATS</td>
<td>PTFE</td>
</tr>
<tr>
<td>6</td>
<td>STEM PACKING</td>
<td>PTFE</td>
</tr>
<tr>
<td>7</td>
<td>GLAND</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>8</td>
<td>END SEALS</td>
<td>PTFE</td>
</tr>
<tr>
<td>9</td>
<td>THRUST WASHER</td>
<td>PTFE</td>
</tr>
<tr>
<td>10</td>
<td>HANDLE</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>11</td>
<td>HANDLE NUT</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>12</td>
<td>HANDLE WASHER</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>13</td>
<td>LOCKING PLATE</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>14</td>
<td>BOLTS</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>15</td>
<td>BOLT NUTS</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>16</td>
<td>BOLT WASHERS</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>17</td>
<td>HANDLE SLEEVE</td>
<td>VINYL GRIP</td>
</tr>
</tbody>
</table>

DIMENSIONS (mm)

<table>
<thead>
<tr>
<th>SIZE</th>
<th>d</th>
<th>L</th>
<th>H</th>
<th>D1</th>
<th>Cv FACTOR</th>
</tr>
</thead>
<tbody>
<tr>
<td>Inch</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1/4</td>
<td>11.2</td>
<td>65</td>
<td>50</td>
<td>97</td>
<td>6</td>
</tr>
<tr>
<td>3/8</td>
<td>12.7</td>
<td>65</td>
<td>50</td>
<td>37</td>
<td>12</td>
</tr>
<tr>
<td>1/2</td>
<td>16</td>
<td>71</td>
<td>60</td>
<td>126</td>
<td>19</td>
</tr>
<tr>
<td>3/4</td>
<td>20</td>
<td>85</td>
<td>63</td>
<td>126</td>
<td>37</td>
</tr>
<tr>
<td>1</td>
<td>25</td>
<td>95</td>
<td>80</td>
<td>145</td>
<td>64</td>
</tr>
<tr>
<td>1 1/4</td>
<td>32</td>
<td>112</td>
<td>86</td>
<td>145</td>
<td>103</td>
</tr>
<tr>
<td>1 1/2</td>
<td>38.1</td>
<td>123</td>
<td>94</td>
<td>204</td>
<td>143</td>
</tr>
<tr>
<td>2</td>
<td>50.8</td>
<td>141</td>
<td>104</td>
<td>204</td>
<td>360</td>
</tr>
<tr>
<td>2 1/2</td>
<td>65</td>
<td>173</td>
<td>140</td>
<td>248</td>
<td>440</td>
</tr>
<tr>
<td>3</td>
<td>80</td>
<td>192</td>
<td>152</td>
<td>248</td>
<td>520</td>
</tr>
<tr>
<td>4</td>
<td>100</td>
<td>225</td>
<td>180</td>
<td>292</td>
<td>820</td>
</tr>
</tbody>
</table>

PRESSURE TEMPERATURE RATINGS

[Graph showing pressure and temperature ratings]
3 WAY REDUCED PORT 1000 WOG BALL VALVE - THREADED ‘L’ PORT

SPECIFICATIONS: INVESTMENT CAST BODY & END CAP

END TYPE: THREADED BSP OR NPT BOTTOM-LOADED, BLOW-OUT-PROOF STEM, ADJUSTABLE STEM PACKING, REINFORCED PTFE MINIMIZE SEAT DISTORTION, EASY ACTUATOR MOUNTING, STAINLESS STEEL HANDLE WITH VINYL GRIP

OPTION: LOCKING DEVICE

APPLICATIONS: FOR GENERAL CHEMICAL & INDUSTRIAL SERVICES

PRESSURE RATING: 1000 PSI WOG (NON-SHOCK)

STEAM RATING: 150 PSI WSP

TEMPERATURE RANGE: -29°C - 200°C

MATERIALS LIST

<table>
<thead>
<tr>
<th>NO.</th>
<th>PART NAME</th>
<th>SPECIFICATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>BODY</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>2</td>
<td>END CAP</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>3</td>
<td>BALL</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>4</td>
<td>BALL SEATS</td>
<td>REINFORCED PTFE</td>
</tr>
<tr>
<td>5</td>
<td>STEM</td>
<td>STAINLESS STEEL 316</td>
</tr>
<tr>
<td>6</td>
<td>THRUST WASHER</td>
<td>REINFORCED PTFE</td>
</tr>
<tr>
<td>7</td>
<td>STEM PACKINGS</td>
<td>REINFORCED PTFE</td>
</tr>
<tr>
<td>8</td>
<td>END SEAL</td>
<td>REINFORCED PTFE</td>
</tr>
<tr>
<td>9</td>
<td>GLAND</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>10</td>
<td>HANDLE</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>11</td>
<td>HANDLE WASHER</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>12</td>
<td>HANDLE NUT</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>13</td>
<td>LOCKING PLATE</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>14</td>
<td>HANDLE SLEEVE</td>
<td>VINYL GRIP</td>
</tr>
</tbody>
</table>

DIMENSIONS (mm)

<table>
<thead>
<tr>
<th>SIZE</th>
<th>d</th>
<th>L</th>
<th>H</th>
<th>D1</th>
<th>B</th>
<th>h</th>
<th>Cv FACTOR</th>
</tr>
</thead>
<tbody>
<tr>
<td>Inch</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>3/8</td>
<td>10.0</td>
<td>64</td>
<td>53</td>
<td>97</td>
<td>32</td>
<td>10-24 UNC</td>
<td>6.0</td>
</tr>
<tr>
<td>1/2</td>
<td>12.7</td>
<td>64</td>
<td>53</td>
<td>97</td>
<td>32</td>
<td>10-24 UNC</td>
<td>6.0</td>
</tr>
<tr>
<td>3/4</td>
<td>16.0</td>
<td>76</td>
<td>63</td>
<td>126</td>
<td>38</td>
<td>10-24 UNC</td>
<td>12.0</td>
</tr>
<tr>
<td>1</td>
<td>20.0</td>
<td>87</td>
<td>66</td>
<td>126</td>
<td>43.5</td>
<td>10-24 UNC</td>
<td>14.0</td>
</tr>
<tr>
<td>1 1/4</td>
<td>25.0</td>
<td>96</td>
<td>81</td>
<td>145</td>
<td>48</td>
<td>10-24 UNC</td>
<td>24.0</td>
</tr>
<tr>
<td>1 1/2</td>
<td>32.0</td>
<td>114</td>
<td>83</td>
<td>145</td>
<td>57</td>
<td>1/4-20 UNC</td>
<td>30.0</td>
</tr>
<tr>
<td>2</td>
<td>38.1</td>
<td>142</td>
<td>96</td>
<td>204</td>
<td>71</td>
<td>1/4-20 UNC</td>
<td>50.0</td>
</tr>
</tbody>
</table>

PRESSURE TEMPERATURE RATINGS

![Pressure Temperature Ratings Graph]
3 WAY REDUCED PORT 1000 WOG BALL VALVE - THREADED ‘T’ PORT

SPECIFICATIONS:
INVESTMENT CAST BODY & END CAP

END TYPE:
THREADED BSP OR NPT, BOTTOM-LOADED, BLOW-OUT-PROOF STEM, ADJUSTABLE STEM PACKING, REINFORCED PTFE
MINIMIZE SEAT DISTORTION, EASY ACTUATOR MOUNTING, STAINLESS STEEL HANDLE WITH VINYL GRIP

OPTION:
LOCKING DEVICE

APPLICATIONS:
FOR GENERAL CHEMICAL & INDUSTRIAL SERVICES

PRESSURE RATING:
1000 PSI WOG (NON-SHOCK)

STEAM RATING:
150 PSI WSP

TEMPERATURE RANGE:
-29°C + 200°C

MATERIALS LIST

<table>
<thead>
<tr>
<th>NO.</th>
<th>PART NAME</th>
<th>SPECIFICATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>BODY</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>2</td>
<td>END CAP</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>3</td>
<td>BLIND CAP</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>4</td>
<td>BALL</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>5</td>
<td>BALL SEATS</td>
<td>REINFORCED PTFE</td>
</tr>
<tr>
<td>6</td>
<td>STEM</td>
<td>STAINLESS STEEL 316</td>
</tr>
<tr>
<td>7</td>
<td>THRUST WASHER</td>
<td>REINFORCED PTFE</td>
</tr>
<tr>
<td>8</td>
<td>END SEAL</td>
<td>REINFORCED PTFE</td>
</tr>
<tr>
<td>9</td>
<td>STEM PACKINGS</td>
<td>REINFORCED PTFE</td>
</tr>
<tr>
<td>10</td>
<td>GLAND</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>11</td>
<td>HANDLE</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>12</td>
<td>HANDLE WASHER</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>13</td>
<td>HANDLE NUT</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>14</td>
<td>LOCKING PLATE</td>
<td>STAINLESS STEEL 304</td>
</tr>
<tr>
<td>16</td>
<td>HANDLE SLEEVE</td>
<td>VINYL GRIP</td>
</tr>
</tbody>
</table>

DIMENSIONS (mm)

<table>
<thead>
<tr>
<th>SIZE</th>
<th>d</th>
<th>L</th>
<th>H</th>
<th>D1</th>
<th>B</th>
<th>F</th>
<th>G</th>
<th>h</th>
</tr>
</thead>
<tbody>
<tr>
<td>1/2</td>
<td>12.7</td>
<td>75</td>
<td>59</td>
<td>126</td>
<td>71</td>
<td>33.5</td>
<td>37.5</td>
<td>10-24 UNC</td>
</tr>
<tr>
<td>3/4</td>
<td>16.0</td>
<td>85</td>
<td>64</td>
<td>126</td>
<td>81.5</td>
<td>39.0</td>
<td>42.5</td>
<td>10-24 UNC</td>
</tr>
<tr>
<td>1</td>
<td>20.0</td>
<td>100</td>
<td>80</td>
<td>145</td>
<td>102</td>
<td>50.5</td>
<td>51.5</td>
<td>10-24 UNC</td>
</tr>
<tr>
<td>1 1/4</td>
<td>25.0</td>
<td>115</td>
<td>90</td>
<td>145</td>
<td>108.5</td>
<td>51.0</td>
<td>57.5</td>
<td>10-24 UNC</td>
</tr>
<tr>
<td>1 1/2</td>
<td>32.0</td>
<td>125</td>
<td>96</td>
<td>204</td>
<td>121</td>
<td>58.0</td>
<td>62.0</td>
<td>1/4-20 UNC</td>
</tr>
<tr>
<td>2</td>
<td>38.1</td>
<td>148</td>
<td>106</td>
<td>204</td>
<td>138.5</td>
<td>65.5</td>
<td>73.0</td>
<td>1/4-20 UNC</td>
</tr>
</tbody>
</table>

PRESSURE TEMPERATURE RATING

<table>
<thead>
<tr>
<th>PRESSURE (Psi)</th>
<th>TEMPERATURE (°C)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1000</td>
<td>-18</td>
</tr>
<tr>
<td>800</td>
<td>38</td>
</tr>
<tr>
<td>600</td>
<td>93</td>
</tr>
<tr>
<td>400</td>
<td>149</td>
</tr>
<tr>
<td>200</td>
<td>204</td>
</tr>
<tr>
<td>100</td>
<td>260</td>
</tr>
</tbody>
</table>

WOG CHECK VALVE / Y STRAINER

SPECIFICATIONS: INVESTMENT CAST BODY & BONNET (SOLUTION TREATED) HIGH PERFORMANCE & LOW COST

END TYPE: THREADED BSP OR NPT SS316 STAINLESS STEEL SCREEN / BONNET SWING TYPE DISC

APPLICATIONS: FOR GENERAL CHEMICAL & INDUSTRIAL SERVICES

STEAM RATING: 150 PSI WSP

TEMPERATURE RANGE: +232°C MAX

200 WOG SWING CHECK VALVE THREADED
PRESSURE RATING: 200 PSI WOG (NON-SHOCK)

MATERIALS LIST

<table>
<thead>
<tr>
<th>NO.</th>
<th>PART NAME</th>
<th>SPECIFICATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>BODY</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>2</td>
<td>CAP</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>3</td>
<td>DISC</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>4</td>
<td>PLUG</td>
<td>STAINLESS STEEL 316</td>
</tr>
<tr>
<td>5</td>
<td>PIN</td>
<td>STAINLESS STEEL 316</td>
</tr>
<tr>
<td>6</td>
<td>PLUG GASKET</td>
<td>PTFE</td>
</tr>
<tr>
<td>7</td>
<td>GASKET</td>
<td>PTFE</td>
</tr>
</tbody>
</table>

DIMENSIONS (mm)

<table>
<thead>
<tr>
<th>SIZE</th>
<th>d</th>
<th>L</th>
</tr>
</thead>
<tbody>
<tr>
<td>Inch</td>
<td></td>
<td></td>
</tr>
<tr>
<td>1/2</td>
<td>15</td>
<td>65</td>
</tr>
<tr>
<td>3/4</td>
<td>20</td>
<td>80</td>
</tr>
<tr>
<td>1</td>
<td>25</td>
<td>90</td>
</tr>
<tr>
<td>1 1/4</td>
<td>32</td>
<td>105</td>
</tr>
<tr>
<td>1 1/2</td>
<td>40</td>
<td>120</td>
</tr>
<tr>
<td>2</td>
<td>50</td>
<td>141</td>
</tr>
</tbody>
</table>

800 WOG Y STRAINER THREADED
PRESSURE RATING: 800 PSI WOG (NON-SHOCK)

MATERIALS LIST

<table>
<thead>
<tr>
<th>NO.</th>
<th>PART NAME</th>
<th>SPECIFICATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>BODY</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>2</td>
<td>BOTTOM PLUG</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>3</td>
<td>SCREEN</td>
<td>STAINLESS STEEL 316</td>
</tr>
<tr>
<td>4</td>
<td>GASKET</td>
<td>TEFLOMN</td>
</tr>
</tbody>
</table>

DIMENSIONS (mm)

<table>
<thead>
<tr>
<th>SIZE</th>
<th>d</th>
<th>L</th>
</tr>
</thead>
<tbody>
<tr>
<td>Inch</td>
<td></td>
<td></td>
</tr>
<tr>
<td>1/4</td>
<td>15</td>
<td>78</td>
</tr>
<tr>
<td>3/8</td>
<td>15</td>
<td>78</td>
</tr>
<tr>
<td>1/2</td>
<td>15</td>
<td>78</td>
</tr>
<tr>
<td>3/4</td>
<td>20</td>
<td>93</td>
</tr>
<tr>
<td>1</td>
<td>25</td>
<td>108</td>
</tr>
<tr>
<td>1 1/4</td>
<td>32</td>
<td>128</td>
</tr>
<tr>
<td>1 1/2</td>
<td>40</td>
<td>142</td>
</tr>
<tr>
<td>2</td>
<td>50</td>
<td>173</td>
</tr>
</tbody>
</table>
1000 WOG SPRING CHECK VALVE

SPECIFICATIONS: 3 PIECE INVESTMENT CAST BODY & END CAP

END TYPE: THREADED BSP OR NPT

PRESSURE RATING: 1000 PSI WOG (NON SHOCK)

APPLICATIONS: FOR GENERAL CHEMICAL & INDUSTRIAL SERVICES

STEAM RATING: 150 PSI WSP

TEMPERATURE RANGE: -29°C TO 200°C MAX

MATERIALS LIST

<table>
<thead>
<tr>
<th>NO.</th>
<th>PART NAME</th>
<th>SPECIFICATION</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>BODY</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>2</td>
<td>END CAP</td>
<td>ASTM A351 GR.CF8M</td>
</tr>
<tr>
<td>3</td>
<td>DISC</td>
<td>STAINLESS STEEL T-316</td>
</tr>
<tr>
<td>4</td>
<td>BODY SEAL</td>
<td>15% GF PTFE</td>
</tr>
<tr>
<td>5</td>
<td>SPRING</td>
<td>STAINLESS STEEL 316</td>
</tr>
<tr>
<td>6</td>
<td>SPRING HOLDER</td>
<td>STAINLESS STEEL T-316</td>
</tr>
<tr>
<td>7</td>
<td>WASHER</td>
<td>304</td>
</tr>
<tr>
<td>8</td>
<td>NUT</td>
<td>304</td>
</tr>
<tr>
<td>9</td>
<td>BOLT</td>
<td>304</td>
</tr>
</tbody>
</table>

DIMENSIONS (mm)

<table>
<thead>
<tr>
<th>SIZE</th>
<th>d</th>
<th>C</th>
<th>L</th>
<th>L1</th>
</tr>
</thead>
<tbody>
<tr>
<td>Inch</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>1/4</td>
<td>11</td>
<td>18</td>
<td>65</td>
<td>65</td>
</tr>
<tr>
<td>3/8</td>
<td>13</td>
<td>18</td>
<td>65</td>
<td>65</td>
</tr>
<tr>
<td>1/2</td>
<td>15</td>
<td>18</td>
<td>65</td>
<td>65</td>
</tr>
<tr>
<td>3/4</td>
<td>20</td>
<td>22</td>
<td>70</td>
<td>80</td>
</tr>
<tr>
<td>1</td>
<td>25</td>
<td>28</td>
<td>78</td>
<td>88</td>
</tr>
<tr>
<td>1 1/4</td>
<td>32</td>
<td>32</td>
<td>96</td>
<td>96</td>
</tr>
<tr>
<td>1 1/2</td>
<td>38</td>
<td>37</td>
<td>102</td>
<td>107</td>
</tr>
<tr>
<td>2</td>
<td>50</td>
<td>47</td>
<td>118</td>
<td>128</td>
</tr>
<tr>
<td>2 1/2</td>
<td>65</td>
<td>47</td>
<td>145</td>
<td>150</td>
</tr>
<tr>
<td>3</td>
<td>80</td>
<td>55</td>
<td>156</td>
<td>171</td>
</tr>
<tr>
<td>4</td>
<td>97</td>
<td>70</td>
<td>185</td>
<td>215</td>
</tr>
</tbody>
</table>